MISCELLANEOUS
@—- DRAWING NOTE REFERENCE

GENERAL NOTES

AIR DISTRIBUTION DEVICE REFERENCE. 0" DENOTES A, ALL WE/P WORK SHALL COMPLY WITH APPL [CABLE
(22«  TYPE, -bbd- DENOTES CFM, -cc/dd DENOTES NECK STATE & LOCAL BUILDING CODES AND REQUIREMENTS.
cc/dd
SIZE

B. REFER TO THE SPECS FOR MATERIALS & METHODS FOR
M/P CONSTRUCT [ON,

DUCTWORK

NEW SUPPLY AIR DIFFUSER
RETURN AIR OR EXHAUST GRILL

NEW RECTANGULAR OR ROUND DUCTWORK
NE¥ FLEXIBLE DUCT

MANUAL BALANCING DAMPER
GRAVITY BACKDRAFT DAMPER

MOTOR [ZED DAMPER

.¢. NEW CONNECTION TO EXISTING DUCTWORK

ob—

m—
i
——t—

MECHAN| CAL EQUIPMENT OR DUCTWORK
TO BE DEMOL ISHED

C. REFER TO THE SPECS FOR SUBMITTAL REOUIREMENTS.

D, THE WE/P CONTRACTORS SHALL VISIT THE SITE &
FAMIL[ARIZE THEMSELVES WITH EX]STING
CONDITIONS WHICH WILL IMPACT CONSTRUCTION OF
THIS PROJECT. PRIOR TO SUBMITTING BIDS.

L

ALL INTERRUPTIONS TO UTILITY SERVICES & ALL
WORK [N OCCUPIED SPACES SHALL BE SCHEDULED
WITH THE BUILDING OWNER AT LEAST 7 DAYS IN
ADVANCE & SHALL BE PERFORMED AT TIMES WHICH ARE
ACCEPTABLE TO THE BUILDING OWNER,

WHERE ACCESS [S REOUIRED TO CONCEALED WE/P
EGUIFWENT, CONTRULS AND DEVICES. FURNISH

ACCESS DOORS AND INSTALL [N WALLS & CEILINGS.

il

G, REr EXISTING CONDITIONS FOR LOCATIONS OF
FIRE RATED SLABS & PARTITIONS. ALL PIPE,
CONDUIT & SLEEVE PENETRATIONS OF RATED
CONSTRUCTION SHALL BE SEALEO WITH A UL LISTED
FIRE AND WATERSTOP SYSTEM. DUCTWORK
PENETRATIONS THRU RATED CONSTRUCTIDN SHALL BE

PIPING SYMBOLS

—0 ELBOW UP

D ELBOW DOWN

— p<——  PLUMBING STOP VALVE, HVAC

BALANCING/STOP VALVE
RE: SPECIFICATIONS

— A m— ACID WASTE

= = AV = — ACID VENT

——— - ——— [OLD WATER

—— - - —— HOT WATER

——— NG = NATURAL GAS
— y ——  vACUUM

PROTECTED WITH FIRE OR FIRE/SMOKE DAMPERS
WHICH SHALL BE PROVIDED AT ALL LOCATIONS WHERE
THEY ARE REOUIRED BY CODE, EVEN IF THEY ARE
NOT SHOWN ON THE DRAWINGS.

H, EOUIPMENT, DUCTWORK, PIPING & CONDUIT
SHALL BE INDEPENDENTLY SUPPQRTED FROM
THE BUILDING STRUCTURE, SEPARATE FROM
PARTITION & CEILING SUPPORTS.

r

COORDINATE THE LOCATION OF DUCTWORK, PIPING &
CONDUIT BETWEEN TRADES & PROVIDE OFFSETS AS
REOUIRED FOR INSTALLATION IN THE AVAILABLE
SPACE.

&

COORDINATE THE EXACT LOCATION OF HVAC EOUIPMENT
WITH LIGHTING, PIPING & OTHER CONSTRUCTION
TO ALLOW PROPER $SERVICE ACCESS.

X

* PIPING AND CONDUIT SHALL BE INSTALLED A MINIMUM OF 8"
ABOVE THE FINISHED CEILING TO PROVIDE CLEARANCE FOR
LIGHT FIXTURES.

L. EQUIPMENT, PIPING & CONDUIT SHALL BE [NDEPENDENTLY
SUPPORTED FROM THE BUILDING STRUCTURE, SEPARATE
FROM PARTITION & CEILING SUPPORTS.

ELECTRICAL SYMBOLS

HASH MARKS INDICATE NUMBER OF CONDUCTORS
PHASE/NEUTRAL/ SWITCH LEG/GROUND LEFT TO RIGHT. NO
HASH MARKS INDICATES 212, UNLESS OTHERWISE NOTED.

HOMERUN TO PANEL WITH CIRCUIT NUMBER(S) A4S
INDICATED.

DISCONNECT ( SAFETY) SWITCH " 200/3/150" DENOTES
AMPERES/POLE/FUSE, " NF* DENOTES NON-FUSED

NEW PANELBOARD ( FLUSH/SURFACE MOUNT)

M. COORDINATE THE LOCATION OF DUCTWORK, PIPING &
CONDUIT BETWEEN TRADES & PROVIDE OFFSETS AS REQUIRED
FOR INSTALLATION IN THE AVAILABLE SPACE.

DRAWING LIST

MEOOO  MECHANICAL & ELECTRICAL
SYMBOLS & ABBREVIATIONS

E200 ELE RENO
M200 MECH RENO
M300 DETAILS

Ma00 SCHEDULES

ABBREVIATIONS
E EXISTING
(N) NEW ITEMS
ETR EXISTING TO REMAIN
D I[TEMS TO BE DEMOED OR REMOVED
EUH ELECTRIC UNIT HEATER
RIC ROUGH [N AND CONNECT
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